TOMAHAWK

MANUFACTURING

TM-400 FORMER

OPERATING FEATURES

» Forming speeds up
to 80 stokes per
minute

» Custom designed
program with user

friendly == Sz
maintenance ===,
screens EE% ﬁﬁ

8 ) S— —— )

» Conveniently
located operator
control at pack off

» Fill setting
adjustments easily
made at HMI to
improve patty
quality and weight
control : . . : :
The TM®-400 is a medium size forming machine

> Easily acces;ible capable of operating product at speeds of up to 80

EE?ESG manifold strokes per minute or process 4,0001/bs (1815kgs) per
hour. With its full 15.8 inches (400mm) of usable width
the TM®-400 is a step up from a one lane former,

adding versatility and increasing throughput.

*Standards vary for different production - Dependent on Mold Plate and based on product specifications



TM-400 FORMER

SPECIFICATIONS
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MECHANICAL FEATURES

Tomahawk Manufacturing Inc.

Plymouth, WI
» Allen-Bradley® Controls +1 (920) 458-8008
» Etched Guards sales@tomahawkmfg.com
» Stainless Steel Hydraulic Tank Tomahawk Manufacturing B.V.

Rijswijk, Netherlands
+31 70 222 7800
sales@tomahawkmfgeu.com

» Heavy-duty reinforced frame

» Conveniently located valves

Allen-Bradley® a registered trademark of Rockwell Automation
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